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PIGMENTED

3-COAT CYCLE for coniferous woods
Pine, Fir, Douglas and Hemlock

PRODUCT DESCRIPTION DRYINGTIME | QUANTITY

White impregnating } ) P
IM106B agent/sealant 4-6 hours 40-60 g/m
FA557B White monocomponent | o\ |150-180 microns
base coat
Manual sanding after at least 12 hours.
LA409IB (series) White or pigmented ) ;
LA409IP (series) top coat 24 hours 250-300 microns

4-COAT MAXIMUMPROTECTION CYCLE for coniferous and broadleaf woods
Pine, Dark Red Meranti, Oak, Fir and Hemlock

PRODUCT DESCRIPTION DRYINGTIME | QUANTITY

IM106B White impregnanting | 4 gpoyrs || 40-60 g/me
agent/sealer
FAASB - CAS08 (0% | D PonentWie | 12 hours | 130-10 microns
Manual sanding after at least 12 hours.
LA409IB (series) White or pigmented } ) ;
LA409IP (series) top coat 2-4 hours 175-200 microns
LA409IB (series) White or pigmented B ;
LA409IP (series) top coat 24 hours 200-225 microns
MAINTENANCE PRODUCTS

For manufactured items intended for use outside, appropriate
regular maintenance is essential, since it makes it possible to
maintain the beauty of the wood over the long term. Maintenance
with water-based products is preferable, due both to their ease of
application and to their greater effectiveness in terms of external
protection and durability.

KITH20P Small kit for the maintenance of outdoor frames and

shutters coated with water-based coatings. The kit contains:
- Recommendations for the maintenance of outdoor frames and

shutters coated with water-based coatings;

- Fast Cleaner, a neutral liquid detergent for the cleaning;
- Easy Coat, a transparent, water-based, ready-to-use wood conditioner

for the ordinary freshening up;
- microfiber cloth for the application of Easy Coat.

CYCLES

The information contained in this brochure has been prepared to the best of our knowledge and is intended as a general guide, since there is not space to describe in detail all of the processes and application systems
that could potentially be used. Itis recommended to carry out a preliminary test before starting work. For more information, please consult the products' technical data sheets or request assistance from ICA technical
support. The “Nanotechnological water-based top coats for exteriors” brochure is periodically updated in line with the latest technological developments and our direct experience of the products. Be sure to use the latest edition at all times.
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